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_l_w _H _ mO_l_m 1.778xNo.of Positions+0.5+0.30 Technical Specs:
1.778x(Npin—1)£0.15 Insulator: Black glass filled polyester PPS G
Flammability: UL 94V-0
Insoulstor type:Opem frame _ 1.776£0.05 w_mm%m_ﬂ (4 fingen wwqmm__m. ocN:w%wwmwww%ov
ontact clip(4 finger): Beryllium copper -
Uo_%.ﬂ%w B C @@@@@@@@@@@@@@@@ Accepted pin: @0.40 to 0.56mm
Forces: (polished steel gauge @0.43mm)
16 /.62 110.16 --Insertion 2Ntyp
20 10.16] 12.7 o © --Withdrawal 1 Ntyp F
24 10.16]12.7 = 2 Mechanical life: min100 cycles
28 10161 12.7 Rated Or_:m.:ﬁ 1.0AMP
30 0161127 Contact resistance: max 10mQ
: : Dielectric resistance: Min 1000MQ ]
32 10.16(12.7 @@@@@@@@@@@@@@@@ Operating temperature:-40°C+105°C
48 10161127 Solding temperature: 260°C,10s max
20 |15.24 |17.64 E
24 |15.24 |17.64
28 |15.24 |17.64 o v .
40 |15.24 |17.64 g
o o
472 |15.24 |17.64 N S
48 [15.04 [17.64 2 D
52 15.24 |17.64 _ 1.77840.05 i 90.50+0.03 7 DIM B
56 |15.24 |17.64 DIM C
64 |15.24 |17.64 |
68 [15.24 |17.64 . . 1.778x(Npin—1)
Ordering Information |
7220 30 X XX S XX 074 X 1 © ¢ o c
N=7.62PH u.o.a no_..;aﬂ Plating Pin Length Packing M
WoIboum  1664Pis  G0:Gold Flash 074=7.40mm 9=pe Bag £ ]
62:2U76
Sa3Ucad COOORNGOOOOD
G4:50"Gold
G5:10U"Gold 1.778
S0:Gold Flash/Tin ) B
Standard:G0 Recommended P.C.B Layout(Top Side)
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. . UNIT mm
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